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ABSOLUTE MAXIMUM RATINGS 
 

Symbol Parameter Min Max Unit 
TA Operating Temperature Range -25 +100 °C 
Vdd Supply Voltage Range - 60 V 
Ts Storage Temperature -40 +120 °C 

Stresses beyond those listed under “Absolute Maximum Ratings” may cause permanent damage to the device. These are stress ratings 
only, and functional operation of the device at these or any other conditions beyond those indicated in the operational sections of the 
specifications is not implied. Exposure to absolute maximum rated conditions for extended periods may affect device reliability. 
 

 
 
ELECTRICAL CHARACTERISTICS 
 

Symbol Parameter Conditions Min Typ Max Unit 
Vdd Supply Voltage Range   5  V 
PF Rated Pressure  0 5 10 bar 
Rs Bridge Resistance  3850 4000 4150 Ω 

TCRs Bulk thermo-resistance Coefficient versus Temperature  4200  4600 ppm/°C
Vo Offset voltage 1 bar 0  35 mV 

TCVo Offset voltage Coefficient versus Temperature 1 bar  -3350  ppm/°C
S Sensitivity VDD= 5V  37  mV/bar

TCS Sensitivity Coefficient versus Temperature   -1510  ppm/°C
L Linearity coefficient  -0.15  0.9 %FS 

If not specified, the reported parameters are referred to the ambient temperature (25°C) 

 
 
 
 
MECHANICAL DIMENSIONS 
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(all the dimensions are expressed in mm and should be regarded with a tolerance of ±0.2mm) 


